
Innovative design. 
Integrated systems. 
Enduring finish.

Improving the thermal 

performance of the concrete slab 

reduces thermal loss.

Insulation located between the 

prepared grade and underside of 

concrete floor slab is one of the 

most efficient methods to 

improve the thermal 

performance of your home.

Depending on the circumstances, 

XTHERMTM WarmSlab insulation 

with our slab edge insulation 

system can result in thermal 

performance of the concrete slab 

improving by 100% or more.

A complete thermal barrier 

under the home which will keep 

your home cooler in summer and 

warmer in winter.

Proven Technology

Our XTHERMTM WarmSlab 

extruded, high density insulation 

boards are proven around the 

world as a premium insulation 

materials. 

Durable

Insulation that will stand the test 

of time. 

Thermal
performance

+
Durability

+
Comfort
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SYSTEM FEATURES:
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+ 50mm thick XTHERMTM 
insulation (Blue or Gold)

+ Tough & Durable

+ Fast, Lightweight & easy 
installation

+ Thermal envelope

+ Thermal Resistivity
(R-Value) 1.65 R

+ Thermal Conductivity: 
0.0303 W/mK 
(Average 23°)

XTHERM T M

 

WarmSlab  Insulat ion

By adding on 50mm 
XTHERMTM WarmSlab 
Insulation - this would 
increase the overall 
R-Value of a 100m2 
floor slab to 
approximately R1.65

XTHERMTM WarmSlab 
combined with our 
Duratherm Insulated 
Foundation System you 
can fully insulate to the 
top of the floor slab and 
your project will yield 
even larger increases in 
thermal performance.

XTHERMTM WarmSlab 
insulation provides 
significant gains in 
energy efficiency 
depending on the type 
of construction and 
configuration of the 
floor slab.

• Prepare the sub-grade
Line your slab area with dampproof 
course (polythene).

• Butt the XTHERMTM sheets together 
on top of the DPC and foam the sheet 
joints using XTHERMTM FlexiFoam.

• XTHERMTM can be cut around 
obstructions but needs to be sealed 
using XTHERMTM blue FlexiFoam.

• When the sheets are laid, put the 
required mesh chairs down and place 
the reinforcing mesh on top.

• Follow up pouring the concrete and 
level accordingly.
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